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BOOT, 40 PIN, 90 DEG
DRC SERIES
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A1 REVISED PER PCN E-18-002788 23FEB2018 JA DM
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A4 REVISED PER PCN E-19-016916 30OCT2019 JA IG
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DRC40-BT-90DEG DRC40-BT-90DEG

5  SMALL MATERIAL EXTENSION IS ACCEPTABLE ON THIS END ALL AROUND.
 
4. BOTTOM PART OF MOLD OPEN.
 
3. THIS ACCESSORY PART IS PROVIDED WITHOUT TYPICAL TRANSPORTATION
   INDUSTRY PROCESS CONTROLS. NO VALIDATION TESTING HAS BEEN
   PERFORMED. CUSTOMER IS RESPONSIBLE FOR DETERMINING PRODUCT
   PERFORMANCE AND SUITABILITY FOR APPLICATION.
 
2. TEMPERATURE RATING:-29°C TO +100°C [-20°F TO +212°F]
 
1. THIS PART IS USED ON 
   DRC12-40PX(E)-XXXX RECEPTACLE
   DRC14-40PX(E)-XXXX RECEPTACLE
   DRC16-40SX(E)-XXXX PLUG
   WHERE X=A,B,C,D KEYS AND
   XXXX=MODIFICATION
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